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REVISION JULY 9 2015: REMOVED CONCRETE APRON

=
GRADING TABLE g
FINISHED PAVEMENT OR GROUND S
POINT EXISTING PROPOSED CUT - —
ELEVATION ELEVATION FILL + w0
1 459.78 459.50 -0.28’ >
2 459.93 459.20 -0.73’ L
3 458.90 457.00 -1.90’ _
4 460.09 459.59 -0.50 <
5 460.07 458.00 -2.07
6 460.41 459.76 -0.65’ -
7 460.17 460.02 0.15
8 460.37 460.23 0.14’ >
9 460.20 460.03 0.17 .
10 460.11 460.23 +0.12’ X
11 461.02 461.00 -0.02 ©
12 460.54 459.77 0.77 Y
13 459.76 460.23 +0.47 e
14 459.65 460.23 +0.58' ©
15 459.95 459.77 -0.18’ L
16 459.82 459.77 -0.05’
17 459.65 459.65 +0.00
18 459.59 460.23 +0.64
19 459.48 460.23 +0.75

Note: Existing sub-base thickness has not been verified. The recommended minimum thickness is
18 inches. If pavement and sub-base regrading will reduce the sub-base to less than 18”, we
recommend removal and replacement of sub-base per the typical driveway section above.

NOTES:

1) MAINTAIN EMERGENCY VEHICLE ACCESS DURING CONSTRUCTION

2)  SEE 83 X11” SPECIFICATIONS

3) PROVIDE EROSION CONTROL IN AREAS WHERE GRASS IS DISTURBED
4)  RE—APPLY 3" (MIN) TOPSOIL, SEED & MULCH IN ALL DISTURBED GRASSED AREAS.
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